TUVNORD

Certificate

TN/PED-4-3/21414/25

Report No. / Manufacturer No. / Validity remark: 8123588667 / 21414 / 01.2025 - 01.2028

Quality Management System for Manufacturers
of Material for Pressure Equipment

TUV NORD Systems GmbH & Co. KG confirms that the manufacturer
LAXCON STEELS LIMITED

Plot No.:235,Sarkhej-Bavla N.H.8A,
Village:Sari,Taluka:Sanand,Dist.:Ahmedabad-382 220

Gujarat ,INDIA

has implemented and applies a quality management system in relation to materials in
accordance with the requirements of the certification scheme TNS-WO0_PED-4-3.

This quality management system has undergone a specific assessment with regard to materials
in accordance with Directive 2014/68/EU, Annex |, point 4.3 to ensure the conformity of the
materials and inspection certificates.

The scope of the approval is shown on the following page.

Test basis: EN 764-4, section 4.2

Manufacturing site(s): As Above

Essen, 18.02.2025
. Digital unterschrieben
TUVNORD von Huebinger Arnd

Certification Body

TUV NORD Systems GmbH & Co. KG
GroRRe Bahnstrafle 31, 22525 Hamburg , Germany
tuev-nord.de | dniekamp@tuev-nord.de

Tov® TUVNORDGROUP



https://www.tuev-nord.de/de/unternehmen/kunden-login/digitale-signatur/

TUVNORD

Scope of Approval

TN/PED-4-3/21414/25

Report No. / Manufacturer No. / Validity remark: 8123588667 / 21414 / 01.2025 - 01.2028

The QM system in relation to materials was assessed on the basis of:

Manufacturing Process Product type Material type Dimensions

cast Blooms austenitic steel , Max.300 mm x 400 mm
cast Billets austenitic-ferritic steel, Max.180 mm x 250 mm
cast Ingots & martensitic steel Max.1193 mm x1778mm
hot rolled & cold-finished Round bars Max.190 mm

hot rolled & cold-finished Square Bars Max.58 mm

hot formed & cold-finished  Forged Round Bars 110mm < @ < 600 mm
hot rolled & cold-finished Hexagon Max.57 AF Hex

hot rolled & cold-finished Flat austenitic steel Thk.-3 mm to 50 mm

Width-20 mm to 152.4mm

hot rolled & Cold-finished Equal & Unequal Angles austenitic steel Thk.-3 mm to 12.7 mm
Widhth 19 x 19 mm to
101.6 x 101.6 mm

hot rolled & Cold-finished Tees austenitic steel Max.50 x50 x 5 mm
hot rolled & Cold-finished Taper Flange Channel/ austenitic steel Thk. 4 mm to 8.5 mm
Non Taper Flange Channel Ht.75 to 100 mm

Flange Width-40 to 50 mm

TUV NORD Systems GmbH & Co. KG | GroRRe BahnstraRRe 31 | 22525 Hamburg | Germany

EU-based, independent body for the certification of quality management systems of material manufacturers. TUV
NORD Systems GmbH & Co. KG has demonstrated its expertise in the assessment of material manufacturers as

Notified Body 0045 as part of the recognition procedure. TUVNORDGROU P

TOV®
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	LenkungName: 
	Header: Certificate
	Material_Manufacturer: Quality Management System for Manufacturers 
of Material for Pressure Equipment
	Centertext: TÜV NORD Systems GmbH & Co. KG confirms that the manufacturer
 
 
 
 
 
 
has implemented and applies a quality management system in relation to materials in accordance with the requirements of the certification scheme TNS-W0_PED-4-3. 
This quality management system has undergone a specific assessment with regard to materials in accordance with Directive 2014/68/EU, Annex I, point 4.3 to ensure the conformity of the materials and inspection certificates. 
 
The scope of the approval is shown on the following page.
 
Test basis: 
 
Manufacturing site(s):
	Report_no: Report  No. / Manufacturer No. / Validity remark:
	Country: , Germany
	Text1: 
	0: As Above
	1: 
	2: 
	3: 

	Betrieb: 
	0: LAXCON STEELS LIMITED
	1: Plot No.:235,Sarkhej-Bavla N.H.8A,
	2: Village:Sari,Taluka:Sanand,Dist.:Ahmedabad-382 220
	3: Gujarat ,INDIA
	4: 

	certification_body: Certification Body
	764-5: EN 764-4, section 4.2
	Hinweis_Sprachenumschalter: Hinweis zur Umschaltfunktion der Sprache 
 
Mit Signatur wird die Umschaltfunktion der Sprache entfernt. Die Sprachversion bleibt also so stehen, wie zuletzt angezeigt. Dieser Hinweis verschwindet mit dem Setzen der elektronischen Signatur. 
 
Note on the language switching function
 
Signature removes the language switching function. The language version therefore remains as it was last displayed. This message disappears when the electronic signature is set.
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	INFO-Stelle_zweite_Seite_unten: EU-based, independent body for the certification of quality management systems of material manufacturers. TÜV NORD Systems GmbH & Co. KG has demonstrated its expertise in the assessment of material manufacturers as Notified Body 0045 as part of the recognition procedure.
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